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Welcome
Dear Customer,
Thank you for purchasing KayeTag solution and congratulations on your choice. We guarantee the performance of the device in accordance with the technical and operating conditions described in the operating
instructions.
At the same time, we remind you that installation in accordance with the installation manual and proper use in
accordance with the instruction manual will ensure that the KayeTag solution is functioning properly.
Sincerely,
Your Kaye Team

What is KayeTag?
KayeTag is the mobile application where user can access all logger readings and information via NFC. User
can read the logger, start new recording, end recording, download report or upload it to KayeTrack Cloud
Software.
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PART 1 – Getting Started
Enable NFC and download the Android app
Go to “settings” on your Android smartphone and enable NFC (in Bluetooth).
You can check the following link to see if your smartphone is equipped with NFC:
http://www.nfcworld.com/nfc-phones-list/.

Android PDA readers with NFC antennas are also compatible.

You can also enable NFC by clicking on the NFC icon on the drop-down menu accessible from the desktop.

Download the App
Once NFC is enabled, simply place the back of your smartphone (around
the middle) on the NFC data logger. You will automatically be redirected to
download our Android app KayeTag on Google Play.
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Open the App
Open the KayeTag app and place your smartphone in contact with the X3100 series logger. You will be
directed to the main page where you can access information about the logger.
Remember, the NFC technology works only if the logger is in direct proximity with your smartphone. Make
sure that you place it on top and as near to the logger as possible.

PART 2 – Essentials
KayeTag App Essentials
Once the logger has been put to the phone, you will see the first screen of
KayeTag, where you can start a recording or access the logger’s info.
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Essentials (Cont.)
Start Recording
Place the logger near your smartphone/reader. On the main page press the “Start new recording” button.
Choose the right profile from the drop-down menu on the top. You can choose either Default profile or a Basic
one.

In the Default profile you can add the info regarding product description, producer, sender, recipient or a
tracking number, so all the elements that can facilitate the logistics process. If you don’t want to add such
detailed information, choose Basic profile, where you will be asked to fill in only the most important fields.

For shipping purposes choose a “Shipping”
profile, where you will be able to scan bar
codes. Just press on the “camera” icon that
is on the right side to be directed to a camera
view.
Now you can scan the bar code.
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Start Recording (Cont.)
For both profiles you can also choose time thresholds for activating the alert diodes, temperature limits
or delay of start. You can choose either immediate start or manual start. Just press then on “Start new
recording” to confirm and place the smartphone in contact with the data logger.

If you chose the manual start, press the “PUSH START” button visible on the logger for around 5 seconds
until you see both LED’s blinking.

Push Start

LED’s

Stop Recording
To stop the recording (for multiple-use logger versions only!), click on
‘Stop recording’ button and place the logger near your smartphone to
complete the operation. You can now start another recording, choosing
new parameters. If you want to start a new recording using the same
parameters, click on ‘Restart recording’ instead of ‘Stop recording’.
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PART 3 - Access Recording Details
By pressing the “Recording details” button, you will be taken to the
page where you can press any of these 4 buttons: “Temperature graph”,
“Share temperature report”, “Upload data to cloud” and “Download
PDF report”.

Temperature and Humidity Graph
To access the temperature & humidity graph (if your logger measures humidity), just press the “Temperature
graph” button.

Temperature and humidity graph enables you to see the history of measurement in form of a graph. Try to
drag it with your fingers to widen or shrink the graph.
Temperature graph will be shown in blue color and humidity graph in orange color.
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Share Temperature Report
To share your temperature report click the “Share temperature report” button.
You can send it either by email, message, Bluetooth or other means. The report will be sent in the form of a
CSV document.

Upload Data to Cloud
To upload the data to cloud click the “Upload data to cloud” button.
A new window will pop up where you’ll be able to input your KayeTrack account login details. You can choose
to upload as anonymous and automatically upload to the cloud at each reading.
Click the “OK” text to save the details.
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Reading Data and Downloading PDF Reports
When you scan the loggers, the question ‘Do you want to download the PDF report’ will pop up
automatically.
If you clicked on ‘No’ or if the question didn’t appear, you need to click on ‘Recording details’ and choose
‘Download the PDF report’ button to save the report on your phone.

You will find it in the ‘Download history’ and in ‘Documents’ in ‘My files’ folder. You can then send it to
others or upload it to your computer. You can choose to remember the decision to have for instance PDF
reports downloaded automatically at each reading.
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PART 4 - Logger Info
To show the logger’s info press on the “Logger info” button. Inside you will see several useful information
regarding the device – the ID number of the logger itself, versions of firmware and hardware, calibration and
expiration date, how many recordings have been already used and recording time left.

PART 5 -Location Tracking
GPS Status
To update GPS position, first press on the “3 dots” icon on the top right. A drop-down menu will appear
where you’ll be able to select “Settings”.
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GPS Status (cont.)
Inside settings set the “Auto location” to “yes”.

Also make sure that the location tracking is switched on your smartphone.
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GPS Status (cont.)
Reopen the KayeTag application. A new window should pop up asking you to allow KayeTag to access your
device’s location.

Press on the “ALLOW” text.
Press on the “3 dots” icon on the top right. A drop-down menu will appear where you’ll be able to select
“GPS status”.
If the GPS position was updated, the message should appear at the bottom with date and time of the update.
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GPS Status (cont.)
Show Logger Route
To show the logger’s route press on the “3 dots” icon on the top right. A drop-down menu will appear where
you’ll be able to select “Show logger route”.
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PART 6 - Profiles
Creating profiles
From the main page, go in the top menu and press on “Manage profiles” or
the wrench icon. This section will enable you to create and modify profiles
based on chosen fields (product description, tracking number, name of
recipient for instance) with default values and even to create your own fields.
There are two default profiles available. Once your profile is saved, you will
be able to use it for all your recordings.

At the top you can select your profile from the drop-down menu.
There are 3 default profiles available: Default, Basic and Shipping.
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Creating Profiles (cont.)
There are 3 default profiles available: Default, Basic and Shipping.

Creating a New Profile
To create a new profile press the “+” icon at the top right. A new window will pop up where you’ll be able to
put your profile name. Click the “OK” text to create the profile.
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Define a New Profile Field
To define a new profile field press the “+” icon at the right menu. A new window will pop up where you’ll be
able to choose a “Predefined field” or a “Custom field” from a drop-down menu.
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Change Profile Field (cont.)
With a “Predefined field” you can select from the list of fields already created for you. Field default value is
the value that will be automatically pre-filled for you for the selected field when creating a new recording.
Click the “OK” text to create the profile.
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Create Custom Profile Field
With a “Custom field” you can create a custom field name, as oppose to a “Predefined field” where you
could only select from the list of preloaded field names.
Press the “OK” text to create the profile.

Edit Profile Field
To edit a profile field press the “pen” icon at the right menu.
A new window will pop up where you’ll be able to make appropriate changes.
Press the “OK” text to save the changes.
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Delete Profile Field
To delete a profile field press the “trashcan” icon at the right menu. A new window will pop up asking you if
you’re sure about deleting the specific field.
Press the “YES” text to remove the field.

Change Profile
To make the changes to the profile itself press the “3 dots” icon at the top right. A new drop-down menu will
pop up where you can select from: “Edit profile name”, “Delete profile” and “Share profile”.
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Edit Profile Name
To edit the profile name select “Edit profile name” from the drop-down menu. A new window will pop up
where you can type your new profile name.
Press the “OK” text to make the changes.

Delete Profile
To delete the profile select “Delete profile” from the drop-down menu. A new window will pop up asking if
you’re sure about deleting the profile.
Press the “YES” text to delete the profile.
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Share Profile
To share the profile select “Share profile” from the drop-down menu. You’ll be able to share your profile via
email, Bluetooth or text messages.

Save changes before leaving the Profile Manager. If you
don’t do so, a reminder window will pop up asking if you
are sure about leaving the Profile Manager without saving
changes.

To save the changes press the “disc” icon at the top to save the changes.
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PART 7 - KayeTag Settings
To access the settings press on the “3 dots” icon on the top right.
A drop-down menu will appear where you’ll be able to select “Settings” or “WiFi settings”.

Inside “Settings” you’ll be able to adjust various options, for
example set language, temperature unit, KayeTrack account and
auto upload.
Under “Others” section you’ll be able to select from 2 types of
delayed start of recording: delay duration (the recording starts
after “x” number of minutes) or date and time (the recording starts
at a specific date and time). Based on your choice the appropriate
field will appear while starting a new recording.
Inside “User interface” section you’ll be able to select a duration
of message display (for how long the information messages will
appear), message font size and mode of numbers input (you can
select numbers using a “spinner” feature or manually).
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KayeTag Settings (Cont.)
Inside “WiFi Settings” you’ll be able to select your WiFi network.

PART 8 - Recover AAR
To recover AAR press on the “3 dots” icon on the top right. A drop-down menu will appear where you’ll be
able to select “Recover AAR”.
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Recover AAR (Cont.)
Place the logger near your smartphone to complete the operation. After a successful operation you’ll see the
message at the bottom saying “AAR recovery completed “.

Recover AAR allows you to fix a logger in case it was damaged using a different application.



kaye.log@amphenol-sensors.com

KayeTag NFC X3100 Series Temperature Datalogger Software | 25

PART 9 - Calibration Certificate
To download the calibration certificate press on the “calibration” icon on the top right.
You will find the certificate in the “My files” app on your smartphone inside a “Download history” or
“Documents” folder. You can then send it to others or upload it to your computer.
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NOTES:
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Customer Support Centers
Europe/Asia

USA

Amphenol Advanced Sensors Germany
GmbH
Sinsheimerstr 6
75179 Pforzheim
Germany

Amphenol Thermometrics Inc.
967 Windfall Rd
St. Marys, PA 15857

T: +49 (0) 7231 14335 0
F: +49 (0) 7231-14335 29
Email: kaye@amphenol-sensors.com

T: +1 814-834-9140
F: +1 814-781-7969
Email: kaye-us@amphenol-sensors.com

Warranty and disclaimer:
The information in this document is based on our current tests, knowledge and experience. Because of the effect of possible influences in an
application of the product, they do not exempt the user from their own tests, checks and trials. A guarantee of certain properties or a guarantee for the
proper suitability of the product for a specific, especially permanent application cannot be derived from our data. Liability is therefore excluded to that
extent permitted by law. Any proprietary rights of third parties as well as existing laws and regulations must be observed by the recipient of the product
on his own responsibility.
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